
THE TERMINAL SUPPORTS UP TO: 

 1200 facial templates

 2000 �fingerprint templates

 Up to 10,000 cards

 Up to 100,000 stored punches

FEATURES 

 Stores up to 1200 facial and 2000 fingerprint templates

 Mul�ti-language capable

 Fast verification speed in either mode

 Advanced, user-friendly interface

 Ba�ttery backup, allowing approximately 4 hours of 
continuous opera�tion

 Single facial template is registered per user

 WiFi Standard

 Presented photo detection: able to distinguish between 
live image and photo

DISPLAY  
800 x 480 Pixel, LCD Capacitive Touch 
Screen  

VERIFICATION SPEED  
≤1 sec (typical)  

FINGERPRINT SENSOR 
ZK Optical  

SUPPORTED OPTIONS  
2000 mAh Backup Battery, Proximity Wifi 

CAMERA  
High Resolution Infrared Camera 

CAPACITY  
Face: 1,200 (1:N), 3,000 (1:1) 
Fingerprint: 2,000  
ID Card: 10,000 (Optional) 
Transaction: 100,000  

COMMUNICATIONS  
Data: Ethernet Interface: USB Host 

POWER  
12V DC at 3A  
12V POE injector (Optional) 

ENVIRONMENT  
Operating Temperature: 32º F - 113º F (0° 
C - 45° C)  
Operating Humidity: 20% - 80%  

DIMENSION  
Width: 7.6 in. (19.3 cm)  
Height: 6.4 in. (16.5 cm)  
Depth: 3.75 in. (9.5 cm)  
Net Weight: 1.75 lbs. (794 g) 

LIGHTWORK TIMECLOCK FACE 800

The LightWork TimeClock Face 800 is a dual mode biometric data 
collec�tion terminal that includes both a camera for facial recogni-
tion and a �fingerprint capture device for versa�tile and secure bio-
metric applica�tions.

- MAKING WORK UNCOMPLICATED -
EMPOWERING PEOPLE TO DELIVER MORE AND BE MORE 

www.peoplesensetime.com w 815.893.6618 w Ask@PeopleSense.net

http://www.peoplesensetime.com

