
FEATURES 

 Wi-Fi as a optional feature on all devices
 User friendly UI and menu system design
 Hardware level clock authentication
 Support for local and external data/system back up

 Customizable user access control privileges
 Enhanced network security
 Web server support as a standard function
 Automa�tic status key switch
 Self-Service API
 9 Digits User ID
 Daylight savings time
 Customizable bell schedules
 Private or public SMS messaging support
 USB-host
 User attendance search
 PUSH and Standalone SDK compa�tibility with TFT 2.0
 Enhanced encryption system for data integrity and 

security
 Enhanced flexibility on attendance and function keys

LIGHTWORK TIMECLOCK S905
The LightWork Timeclock  S905 is a Time & A�ttendance terminal 
with a 3.5” TFT LCD and integrated RFID.

Provides a user-friendly interface and fast iden�tica�tion speed 
with access control capabili�ties.

CAPACITY  
ID Cards: 10,000
Transactio s: 200,000
Fingerprint templates: 8,000

FINGERPRINT SENSOR 
ZK2750P

DISPLAY  
3.5 in. TFT Color Screen

COMMUNICATIONS 
Ethernet, Serial RS 232/RS 485, USB
(host & client), Wi-Fi

POWER 
12 V DC, 3 A
Optio al: 12V POE injector (sold sepa-
rately)
Optio al: 12V Ba � ery Backup (sold sep-
arately)

ENVIRONMENT  
Operating Temperature: 32º F to 113º F
(0° C to 45° C)
Operating Humidity: 5% to 80%

SUPPORTED DEVICES 
S905-ID: Fingerprint and standard RFID
proximity reader
S905-HID: Fingerprint and standard HID
proximity reader
S905R: Standard RFID proximity reader
S905R-HID: Standard HID proximity
reader

DIMENSIONS
Width : 8.1 in. (20.5 cm)
Height: 5.7 in. (14.5 cm)
Depth: 1.9 in. (4.75 cm)
Weight: 1.15 lbs. (0.52 kg)

- MAKING WORK UNCOMPLICATED -
EMPOWERING PEOPLE TO DELIVER MORE AND BE MORE 
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